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NOTE:

1) REFER TO FENCING NOTES
2) REFER TO LOCATION DIAGRAM—FENCE n
FOR FENCE PLACEMENT WITH RESPECT TO W

PROPERTY LINE

3) 19x140 BOARD WIDTHS MAY VARY
SLGHTLY — ADJUST GAPS BETWEEN
ADJACENT BOARDS TO ENSURE OVERLAP
REMAINS CONSISTENT ALONG FACE OF
FENCE PANEL.

ELEVATION (STREET SIDE)

19 X 140 FACER BOARD

38 X 140 SUPPORT BOARDS
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NOTE:
1) REFER TO FENCING NOTES

2) 19x140 BOARD WIDTHS MAY VARY
SLIGHTLY — ADJUST GAPS BETWEEN
ADJACENT BOARDS TO ENSURE OVERLAP
REMAINS CONSISTENT ALONG FACE OF
FENCE PANEL.

RESIDENTIAL SIDE

(STANDARD PANEL)

3) LUMBER DIMENSIONS
38 X 140 ACTUAL (50 X 150 NOMINAL)

38 X 140 CAP BOARD
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38 X 140 TOP RAILS

38 X 140 CAP BOARD
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SECTION A /1)
(FENCE)

38 X 140 SUPPORT BOARD

3 X 20 X 125 GALVANIZED ANGLE
IRON WITH 50mm #12 ROUND HEAD
ROBERTSON WOOD SCREWS, TOP
AND BOTTOM

19 X 140 FACER BOARDS

3000 MAXIMUM

WATER TIGHT DOME CAP
WELDED TO POST

89 0.D. TERMINAL, CORNER
OR STRAINING POST

KNUCKLED TOP EDGE FASTENED AT 500
0.C.

REFER TO PLAN FOR FENCE HEIGHT

5 X 19 STRETCHER BAR

6 X 19 STRETCHER BAR
BANDS 300 0.C.

42.9 0.D. TOP RAIL

60.3 0.D. LINE POST

4 0.D. (9 GAUGE) CHAIN LINK FABRIC:
BLCK VINYL COATED GALVANIZED STEEL
WITH 38 X 38 WIRE WOVEN MESH
OPENING

42.9 0.D. BRACE BAR AT CORNERS OR
ENDS ONLY

FASTENERS @ 400 0.C

5 0.D. SINGLE STRAND TENSION WIRE (NO.
6 GAUGE) WITH 40-75 CLEARANCE FROM
FINISHED GRADE

NOTES:

1. REFER TO LOCATION DIAGRAM—-FENCE

2. ALL FENCE POSTS ARE TO BE GALVANIZED
BLACK VINYL COATED SCHEDULE 40 PIPE
AND FASTENERS BLACK VINYL COATED.
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APPROVED PLANTING MIXTURE —

PRUNE PLANTS TO REMOVE DEAD OR INJURED

BRANCHES ONLY. MAINTAIN THE NATURAL
CHARACTER AND SHAPE OF THE SPECIES. DO _NOT
CUT A LEADER BRANCH. DO NOT PRUNE TOP.

#9 GUAGE GALVANIZED STEEL WIRE ENCASED IN NEW
BLACK TWO PLY 12mm DIAMETER RUBBER HOSE.

(2) "HEAVY DUTY' T-BARS 2400mm LONG. T-BARS TO
BE PAINTED BLACK AND SHALL NOT TOUCH OR PIERCE
ROOT BALL. T-BARS TO BE ALIGNED WITH PREVAILING
WINDS MIN 1.5m ABOVE FINISHED GRADE. REMOVE
T-BAR AT REQUEST OF LANDSCAPE ARCHITECT.

REMOVE PROTECTIVE TREE WRAP FROM

TOP OF ROOT BALL TO FIRST BRANCH.
300 HT, 150 DIA PERFORATED PVC RODENT GUARD

CAREFULLY REMOVE LOOSE SOIL FROM
AROUND TRUNK. ROOT FLARE SHOULD NOT
BE DISTURBED OR COVERED WITH SOIL.

150mm MULCH FREE SPACE

CONSTRUCT 100mm HIGH SAUCER AROUND TREE BASE
AT MAX. HOLE WIDTH WITH APPROVED PLANTING MIXTURE.

100mm DEPTH OF APPROVED
SHREDDED BARK OR WOOD MULCH.

CUT AND REMOVE ROPE WIRE
FROM TOP 1/3 OF ROOT BALL.

PLANTING PIT TO BE 500mm MIN LARGER

THAN ROOT BALL IN ALL DIRECTIONS. SCARIFY
PIT SIDES TO MIN DEPTH OF 150mm.

VARIES

ALL DIMENSIONS ARE IN MILLIMETERS.

TRUNK TO HAVE THE SAME ELEVATION RELATIVE TO FINISHED GRADE AS GROWN IN THE NURSERY.

ROOT FLARE SHALL NOT BE BURIED DURING INSTALLATION.

REMOVE ALL NURSERY TABS, PLASTIC OR METAL, IMMEDIATELY FOLLOWING INSTALLATION.
FOR TREES PLANTED WITHIN PLANTING OR SHRUB BEDS, DELETE SAUCER AROUND BASE OF TREE.
REMOVE TREE GUARDS BEFORE THE END OF THE 2 YEAR WARRANTY OR AS SPECIFIED.

N
1
2
3.
4. SAUCER TO BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.
5
6
7

XUNDISTURBED SUBGRADE. IF PIT IS DUG T00

DEEP, COMPACT BACKFILL TO PREVENT SETTLING.

NOTE:

PRUNE PLANTS TO REMOVE DEAD OR INJURED
BRANCHES ONLY. MAINTAIN THE NATURAL CHARACTER
AND SHAPE OF THE SPECIES. DO NOT CUT A LEADER
BRANCH. CONIFEROUS TREES WITH BROKEN LEADERS
BRANCH WILL NOT BE ACCEPTED.

10 GAUGE GALVANZED STEEL WIRE ENCASED IN NEW
BLACK TWO PLY 12mm DIAMETER RUBBER HOSE.

F———— (2)’HEAVY DUTY’ T-BARS 2400mm LONG. T-BARS TO
BE PAINTED BLACK AND SHALL NOT TOUCH OR
PIERCE ROOT BALL. T-BARS TO BE ALIGNED WITH
PREVAILING WINDS MIN 1.5m ABOVE FINISHED GRADE.
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CONSTRUCT 100mm HIGH SAUCER AROUND TREE
BASE AT MAX. HOLE WIDTH

< CUT AND REMOVE ROPE WIRE FROM TOP 1/3 OF
m\ ROOT BALL

100mm DEPTH OF APPROVED SHREDDED BARK OR
WOOD MULCH.

APPROVED PLANTING MIXTURE TAMPED TO PREVENT
SETTLEMENT
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VARIES

PLANTING PIT TO BE 500mm MIN LARGER THAN ROOT
BALL IN ALL DIRECTIONS. SCARIFY PIT SIDES.

VARIES UNDISTURBED SUBGRADE. IF PIT IS DUG TOO DEEP,
COMPACT BACKFILL TO PREVENT SETTLING.

N
1 ALL DIMENSIONS ARE IN MILLIMETERS.

2. TRUNK TO HAVE THE SAME ELEVATION RELATIVE TO FINISHED GRADE AS GROWN IN THE NURSERY.

3. ROOT FLARE SHALL NOT BE BURIED DURING INSTALLATION.

4 SAUCER TO BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

5 REMOVE ALL NURSERY TABS, PLASTIC OR METAL, IMMEDIATELY FOLLOWING INSPECTION AND ACCEPTANCE BY CITY.
6 CONIFEROUS TREES TO BE WRAPPED FOR WINTER PROTECTION DURING THE WARRANTY PERIOD.

NOTE:
1.
2.
3.

ALL DIMENSIONS ARE IN MILLIMETERS.

TOPSOIL SAUCER 100 WIDTH WITH

PONDING DEPTH OF 100 AROUND
BASE OF EACH SHRUB

POSITION ROOT BALL FLUSH WITH GRADE

100 DEPTH APPROVED
SHREDDED BARK MULCH

REMOVE SHRUB FROM POT AND SCARIFY
ROOT BALL PRIOR TO PLANTING. SPREAD
OUT ROOTS IN A NATURAL MANNER

&———— SUBSOIL

SAUCER TO BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

REMOVE ALL NURSERY TAGS, PLASTIC OR METAL.

RESTORATION — SHRUB PLANTING /7

INDIVIDUAL PLANTING SITUATION N2/
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