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TEST WELL OPERATION AND MAINTENANCE:  MAINTENANCE TYPICALLY CONSISTS OF CLEANING OUT LEAVES, DEBRIS AND
ACCUMULATED SEDIMENT CAUGHT IN PRE-TREATMENT DEVICES, INLETS AND OUTLETS ANNUALLY OR AS NEEDED. 
INSPECTION VIA THE MONITORING WELLS SHOULD BE PERFORMED TO ENSURE THEE FACILITY DRAINS WITHIN THE
MAXIMUM ACCEPTABLE TIME (TYPICALLY 48 - 72 HOURS) AT LEAST ANNUALLY AND FOLLOWING EVERY MAJOR STORM
EVENT (>25MM).  IF THE TIME REQUIRED TO FULLY DRAIN EXCEEDS 72 HOURS, DRAIN VIA PUMPING AND CLEAN OUT THE
PERFORATED PIPE UNDERDRAIN, IF PRESENT.  IF SLOW DRAINAGE PERSISTS, THE SYSTEM MAY NEED REMOVAL AND
REPLACEMENT OF GRANULAR MATERIAL AND/OR GEOTEXTILE FABRIC.
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NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE SHOWN.

2. FROST COLLAR TO BE ENCASED IN ASPHALT FOR APPROVAL AND REFUND OF CURB STOP DEPOSIT.

3. TOP OF FROST COLLAR SLEEVE TO BE SET AT THE ELEVATION OF FINISHED SURFACE.

4. IF ONLY PLACING THE BASE COAT OF ASPHALT, THE ASPHALT SHALL BE RAMPED AROUND THE SLEEVE UP TO FINISHED

GRADE TO PREVENT DAMAGE TO THE SLEEVE.

5. ASPHALT RAMPING NOT REQUIRED WHEN DRIVEWAY IS FULLY COMPLETED TO FINISH GRADE WITH SURFACE ASPHALT.
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