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DETAILS

FINISH GRADE

2.0 - 5.0%

F.F.E.

PROPOSED
HOUSE

FLOW

SURFACE RUNOFF

MGE = 271.15

HGL = 270.65

MINIMUM GOOSE NECK ELEVATION

DISCHARGE TO GRADE

150mm MIN.

REDUCER

1.
2m

 (M
IN

.)

U/G STORM SERVICE
CONNECTION

VA
R

IE
S

0.5m

PERIMETER
FOUNDATION
DRAIN

SUMP PIT BASE TO BE
CONTINUOUS WITH
THE PIT WALLS

SUMP PUMP TO BE SEIZED TO
DISCHARGE GROUND WATER
TO U/G STORM CONNECTION,
AS REQUIRED.

CHECK VALVE

TYPICAL STORM SERVICE INSTALLATION WITH SUMP PUMP

1800mmx1200mm
CONC. BOX STM

N.T.S.

19mmØ
CRUSHED STONE

BASE ASPHALT WITH TEMPORARY
RAMPING AROUND FROST COLLAR

FINISHED GRADE OF DRIVEWAY SURFACE

INSTALL FROST COLLAR,
100mm PVC PIPE TO A

DEPTH OF 500mm BELOW
F/G OF DRIVEWAY

SURFACE PRIOR TO
PLACEMENT OF DRIVEWAY

SURFACING MATERIALS.

STAINLESS STEEL
ROD AND PIN.

SLIDE TYPE SERVICE
BOX WITH UPPER AND

LOWER SECTION

12
00
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.

17
00

m
m

DRIVEWAY

PLAN VIEW

CURB AND GUTTER

CURB STOP WITH (F/C) SLEEVE

REQUIRED ASPHALT
LIMITS SHALL ENCASE
FROST COLLAR IN
ASPHALT

BASE ASPHALT IS
MINIMUM REQUIREMENT
AND SHALL BE RAMPED
TO FINISHED GRADE
AROUND THE FROST
COLLAR.

PROFILE VIEW

PR
O
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R

TY
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N
E

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE SHOWN.
2. FROST COLLAR TO BE ENCASED IN ASPHALT FOR APPROVAL AND REFUND OF CURB STOP DEPOSIT.
3. TOP OF FROST COLLAR SLEEVE TO BE SET AT THE ELEVATION OF FINISHED SURFACE.
4. IF ONLY PLACING THE BASE COAT OF ASPHALT, THE ASPHALT SHALL BE RAMPED AROUND THE SLEEVE UP TO FINISHED

GRADE TO PREVENT DAMAGE TO THE SLEEVE.
5. ASPHALT RAMPING NOT REQUIRED WHEN DRIVEWAY IS FULLY COMPLETED TO FINISH GRADE WITH SURFACE ASPHALT.

1.5m WIDE
SIDEWALK

FROST COLLAR INSTALLATION FOR CURB
STOP BOXES LOCATED IN DRIVEWAYS DETAIL

(N.T.S.) NTS

PIPE INSULATION

FINISHED GRADE

PIPE

PIPE O.D.

N.T.S.

600mm (MIN.) 600mm (MIN.)

50mm EXTRUDED POLYSTYRENE
INSULATION (STYROFOAM HI 40
OR APPROVED EQUIVALENT)
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