
DCB

DCB

CB

CB

FU
TU

R
E 

C
EN

TE
R

LI
N

E 
O

F 
R

O
AD

MAX 3:1

MAX 3:1

M
AX

 3
:1

HYD & V

M
AX

 3
:1

 S
LO

PE

M
AX

 3
:1

 S
LO

PE

V&B

EX HYD & V

PR
O

PO
SE

D
 C

U
R

B 
(B

.O
.)

PR
O

PO
SE

D
 C

U
R

B 
(B

.O
.)

PR
O

PO
SE

D
 C

U
R

B 
(B

.O
.)

PR
O

PO
SE

D
 C

U
R

B 
(B

.O
.)

HYD & V

FU
TU

R
E 

C
EN

TE
R

LI
N

E 
O

F 
R

O
AD

V&B

GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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DECIDUOUS TREE
PLANTING

BOULEVARD PLANTING

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
AFA 5 Acer freemanii `Autumn Blaze` Autumn Blaze Maple 60mm Cal. W.B.
ARM2 3 Acer rubrum Red Maple 60mm Cal. W.B. spring dug
SGM 3 Acer saccharum Sugar Maple 60mm Cal. W.B.
GTI 3 Gleditsia triacanthos inermis `Shademaster` TM Shademaster Locust 60mm Cal. W.B.

PLANT SCHEDULE BOULEVARD PLANTING
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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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EDGE MANAGEMENT / VEGETATION
MANAGEMENT AND ENHANCEMENT

LEGEND

EXISTING VEGETATION TO BE REMOVED

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
ARM2 8 Acer rubrum Red Maple 40mm Cal. W.B. spring dug
PGW 8 Picea glauca White Spruce 200cm Ht. W.B.

SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
RIB AME 13 Ribes americanum American Black Currant 50cm Ht. Potted
ROS PAL 20 Rosa palustris Swamp Rose 30cm Ht. Potted
THU OCC 51 Thuja occidentalis Eastern White Cedar 150cm Ht. Native Field Cedar
VIB LEN 13 Viburnum lentago Nannyberry 50cm Ht. Potted

PLANT SCHEDULE EDGE MANAGEMENT
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ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
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UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
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CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.

CONCEPTUAL

PRELIMINARY

SITE PLAN

PERMIT

TENDER

CONTRACT

CONSTRUCTION

AS-BUILT

LOCATION MAP

THESE LANDSCAPE DRAWINGS SHALL ONLY BE USED FOR THE
PURPOSES INDICATED BELOW AS NOTED AND WHEN SIGNED BY
THE CONSULTING LANDSCAPE ARCHITECT.

INC.

HENRY KORTEKAAS
& ASSOCIATES
LANDSCAPE ARCHITECTS,
ARBORISTS,
ENVIRONMENTAL &
RECREATIONAL PLANNERS

150 CEMETERY RD.
UXBRIDGE, ON

PROJECT:

DRAWING:

DRAWN BY:
KL

SCALE:

2021-08-27
DATE:CHECKED BY:

HJK DRAWING

of 22021-082JOB NO.:

File #2021-082

599 LIVERPOOL ROAD
PICKERING, ON   L1W 1R1

TEL 905-839-5599
EMAIL INFO@HKLA.CA

TORONTO ST. S

REGIONAL RD 8

O
W

EN
 R

D

BROCK ST W

C
O

N
C

ES
SI

O
N

 R
D

 5

C
O

N
C

ES
SI

O
N

 R
D

 6

CEMETERY RD

C
O

N
C

ES
SI

O
N

 R
D

 7

ELGIN PARK DR

SITE

REVISIONS

 NO.    DATE                  NOTES                              BY
   1    2022-02-17         Boulevard Plan                     CT

L-D1
2

AS SHOWN

PLANTING SOIL MIX

UNDISTURBED SUB-GRADE
APPROVED PLANTING SOIL MIX

DECIDUOUS TREE PLANTING

REMOVE ONLY DEAD OR BROKEN
BRANCHES. NEVER CUT LEADER.

TWO 51x51x2400mm WOOD STAKES

IF PLANTING IN FALL OR WINTER, WRAP TRUNK
FROM TOP OF BALL TO 305mm BELOW FIRST
BRANCH WITH BURLAP TREE WRAP TO PREVENT
SUNSCALD. REMOVE WRAP IN SPRING. IF PLANTING
IN SPRING OR SUMMER, REMOVE ANY TRUNK WRAP.

FASTEN WITH 1/4" HEMP ROPE THROUGH 10mm DIA.
RUBBER HOSE TO SUPPORT TREE. STAKES PARALLEL
TO PREVAILING WIND. TWIST HEMP ROPE BETWEEN
TREE TRUNK AND STAKE TO PREVENT SLIPPING
DOWN TRUNK. TIE SECURELY TO STAKE WITH DOUBLE
WRAP. DO NOT DOUBLE WRAP AROUND TRUNK.

200x250mm HT. MIN. BIG 'O' PIPE FOR RODENT/
WEED TRIMMER PROTECTION

REMOVE TOP 1/3 OF BURLAP AND WIRE BASKET.
FROM ROOT BALL. RANDOMLY CUT REST OF
BASKET. (POLYETHYLENE WRAPPED ROOT BALL
WILL NOT BE ACCEPTABLE)

CONSTRUCT 150mm TOPSOIL SAUCER PROVIDE 150mm
WOOD CHIP MULCH OR AS SPECIFIED OVER
1200x1200mm SQUARE OF BIODEGRADABLE
NON-WOVEN LANDSCAPE FABRIC.

PROVIDE ONE 16/10/9 FERTILIZER SPIKE PER
TREE OR APPROVED ALTERNATE

WASH TOPSOIL INTO SPACES AROUND ROOT
BALL LEAVING NO AIR POCKETS

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

150mm COMPACTED SUPPORTING MOUND OF
APPROVED PLANTING SOIL MIX

NOTES:
1. ALL DIMENSIONS IN MILLIMETERS
2. WATER WELL UPON COMPLETION
3. EXCAVATE TREE PIT TO 1800mm DIA. MIN. REMOVE

ANY EXCESS SOIL OR RUBBISH OFF-SITE UNLESS
OTHERWISE DIRECTED.

4. REMOVE ALL STAKES AND ROPE AFTER 1 YEAR.

SET TREE 50mm HIGHER THAN
ADJACENT FINISHED GRADE TO
ALLOW FOR SETTLEMENT

5 PARTS DARK LOAM
2 PARTS COMPOSTED COW MANURE
1 PART PEAT MOSS
1 PART BEACH WASHED SAND
.50 KILOS/CUBIC METER (1LB.
BONE MEAL PER CUBIC YARD SOIL)

BLOW-UP

WOOD STAKE AND HEMP ROPE
1

DETAILS

PLANTING SOIL MIX

PRUNING - (TO SUIT SPECIES)
PRUNE LARGE BRANCHES BY
1/3 TO REMOVE DAMAGED OR 
OBJECTIONABLE BRANCHES
FOLLOWING PROPER 
HORTICULTURAL PRACTICES. 
DO NOT PRUNE  LEADERS

GUYING - AS DIRECTED, APPROPRIATE
TO SIZE AND SPECIES OF SHRUB

PREPARATION OF BED: EXCAVATE
SHRUB BED TO SIZE OUTLINED
ON DRAWING AND TO A MINIMUM 450mm
DEPTH. REMOVE ANY TOPSOIL OR
RUBBISH OFF SITE UNLESS 
OTHERWISE DIRECTED.

SOIL MIX
OF APPROVED PLANTING
150mm COMPACTED MOUND

FERTILIZER SPIKE PER SHRUB
PROVIDE ONE 16/10/9 SHRUB

OR APPROVED ALTERNATE

WASH TOPSOIL INTO SPACES
AROUND ROOTBALL LEAVING
NO AIR POCKETS

STANDARD SHRUB PLANTING

PROVIDE 150mm MIN. WOOD CHIP
MULCH OVER 1200mmX1200mm SQUARE

LANDSCAPE FABRIC ON PLANTING BED
OF BIODEGRADABLE NON-WOVEN

WITH 150mm SAUCER

NOTE:
1. ALL DIMENSIONS IN MILLIMETERS
2. WATER WELL UPON COMPLETION

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

BARE ROOT - (B.R. IN PLANT LIST) SET
PLANT SLIGHTLY HIGHER THAN
ORIGINAL DEPTH AND SPREAD OUT
ROOTS. GENTLY BACKFILL WITH SOIL
MIX IN LAYERS, WORKING SOIL
BETWEEN ROOTS.

   BONE MEAL PER CUBIC YARD SOIL
   .50 KILOS/CUBIC METER(1 LB. 

 1 PART PEAT MOSS
 2 PARTS COMPOSTED COW MANURE
 5 PARTS DARK LOAM

 1 PART BEACH WASHED SAND

45
0 

m
in

2

PLANTING SOIL MIX

CONIFEROUS TREE PLANTING
N.T.S. WOOD STAKE AND HEMP ROPE

NOTES:
1. STAKES & ROPE TO BE REMOVED AT END OF ONE YEAR
2. THE USE OF AUGERS OR TREE SPADES FOR

EXCAVATING TREE PITS IS NOT PERMITTED
3. WATER WELL UPON COMPLETION
4. EXCAVATE TREE PIT TO 1800mm DIA. MIN. REMOVE ANY

EXCESS SOIL OR RUBBISH OFF-SITE UNLESS
OTHERWISE DIRECTED.

5. ALL DIMENSIONS IN MILLIMETERS

REMOVE ONLY DEAD OR BROKEN
BRANCHES.  NEVER CUT  LEADER.

TWO 50x50mm WOOD STAKES,
2400mm LONG MIN.

FASTEN WITH 1/4" HEMP ROPE TO
SUPPORT TREE. TIE AS PER DIAGRAM

PROVIDE 250mm OF 200mm Ø BIG 'O'
AROUND BASE OF TRUNK FOR RODENT/
WEED TRIMMER PROTECTION

PROVIDE 150mm OF WOOD CHIP
MULCH IN 150mm DEEP SAUCER
OVER 1.2m SQUARE
BIO-DEGRADABLE NON-WOVEN
LANDSCAPE FABRIC.

PROVIDE 1 16/8/8 EVERGREEN
FERTILIZER SPIKE PER TREE OR
APPROVED ALTERNATE

WASH TOPSOIL INTO SPACES
AROUND ROOTBALL LEAVING
NO AIR POCKETS

APPROVED PLANTING SOIL MIX

UNDISTURBED SUB GRADE

150mm COMPACTED MOUND OF
APPROVED PLANTING SOIL MIX

BREAK UP EDGES OF TREE PIT WITH
SHOVEL

5 PARTS DARK LOAM
2 PARTS COMPOSTED COW MANURE
1 PART PEAT MOSS
1 PART BEACH WASHED SAND
.50 KILOS/CUBIC METER (1LB. BONE

MEAL PER CUBIC YARD SOIL)

BLOW-UP

REMOVE TOP 1/3 OF BURLAP AND WIRE BSKT.
FROM ROOT BALL. RANDOMLY CUT REST OF
BASKET. (POLYETHYLENE WRAPPED ROOT
BALL WILL NOT BE ACCEPTABLE)

3
329344.01-01

3

AutoCAD SHX Text
600mm

AutoCAD SHX Text
600mm MIN.

AutoCAD SHX Text
600mm

AutoCAD SHX Text
150

AutoCAD SHX Text
450mm

AutoCAD SHX Text
1800 (6'-0") MIN

AutoCAD SHX Text
1500 (5'-0") MIN

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
1800mm MIN. TREE PIT

AutoCAD SHX Text
329343.01-09

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
329333.01-01

AutoCAD SHX Text
1200 MIN

AutoCAD SHX Text
600 MIN.

AutoCAD SHX Text
900

AutoCAD SHX Text
600

AutoCAD SHX Text
600

AutoCAD SHX Text
1800mm MIN. PIT


	Sheets and Views
	2021-082-L-L1
	2021-082-L-L2
	2021-082-L-D1


