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25 SAND SETTING BED
JOINTING SAND
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95% STANDARD PROCTOR DENSITY

UNDISTURBED SUBGRADE OR COMPACTED

—150 THICK MIN. GRANULAR 'A" COMPACTED TO

UNIT CONCRETE PAVING /N  P™

cosburn nauboris e

landscape architects

SCALE

) 18.04.10 1:25

PROJECT

2198venetian

125 POURED CONCRETE COMPRESSIVE
STRENGTH 30 MPa @ 28 DAYS MAX.
SLUMP 80 AT TIME OF PLACING MAX.
AGGREGATE SIZE 20 AR CONTENT: 5% TO

— COMPACTED SUBSOIL

7% BY VOLUME. TO 95% SPMDD

FLY LN Y EU T WY RS RYRY M Y N
AV ANRN AV AN A A AN AN AVTRN AN

SLOPE 1% MINIMUM

150 19 ¢ CRUSHER RUN LIMESTONE
COMPACTED TO 100% SPMDD

— TOOLED EDGES

W LA 4“;”‘; AL LA LA 1y

i//\x/\x/\x/\\/\\/\\\/ | e

g . IR
INININININ, pesteres S R RN
NRR NN % X
Ve / 0

NOTES:

1. EXPANSION JOINTS WITH 12 THICK BITUMINOUS BOARD A 6.0m MINIMUM ALONG CONCRETE OR UNLESS SHOWN OTHERWISE.

2. SAW CUT CONTROL JOISTS 25 DEEP AT 1.

VARIES, SEE PLAN

5m OR UNLESS SHOWN OTHERWISE.

QK —
4
"‘ 7 \"" ” AN o
INGANAY =P AN
\ ’. \ r "’ ‘ PRUNE PLANTS TO REMOVE DEAD OR INJURED
AN a9 e e
‘e~ ‘ r'\ ‘ . \ ) ’ CUT A LEADER BRANCH. DO NOT PRUNE 'TOF‘.
~R\Y /(&

REMOVE
TOP OF

APPROVED PLANTING MIXTURE — 150mm

100mm
SHREDD

SUIR | i

- (I,

T TSI K]
M TROEIRIILRRKILRIL I =
S '»»’0’0’0‘0’0“0’0‘0’0’0’&&.‘ s

\
T
VAREES

=Tl SRR R 5w
I T T T T =TT T — TT—TT==U =TT
M= %JJT:HU' ===
=HIHHETETEN=N=EE N E === =

VARIES

N
1 ALL DIMENSIONS ARE IN MILLIMETERS.

2 TRUNK TO HAVE THE SAME ELEVATION RELATIVE TO FINISHED GRADE AS GROWN IN THE NURSERY.
3. ROQT FLARE SHALL NOT BE BURIED DURING INSTALLATION.

4. SAUCER TO BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING.

5. REMOVE ALL NURSERY TABS, PLASTIC OR METAL, IMMEDIATELY FOLLOWING INSTALLATION.

6 FOR TREES PLANTED WITHIN PLANTING OR SHRUB BEDS, DELETE SAUCER AROUND BASE OF TREE.
7 REMOVE TREE GUARDS BEFORE THE END OF THE 2 YEAR WARRANTY OR AS SPECIFIED.

#9 GUAGE GALVANIZED STEEL WIRE ENCASED IN NEW
BLACK TWO PLY 12mm DIAMETER RUBBER HOSE.

(2) "HEAVY DUTY' T-BARS 2400mm LONG. T-BARS TO
BE PAINTED BLACK AND SHALL NOT TOUCH OR PIERCE
ROOT BALL. T-BARS TO BE ALIGNED WITH PREVAILING
WINDS MIN 1.5m ABOVE FINISHED GRADE. REMOVE
T-BAR AT REQUEST OF LANDSCAPE ARCHITECT.

PROTECTIVE TREE WRAP FROM
ROOT BALL TO FIRST BRANCH.

300 HT, 150 DIA PERFORATED PVC RODENT GUARD

CAREFULLY REMOVE LOOSE SOIL FROM
AROUND TRUNK. ROOT FLARE SHOULD NOT
BE DISTURBED OR COVERED WITH SOIL.

MULCH FREE SPACE

CONSTRUCT 100mm HIGH SAUCER AROUND TREE BASE
AT MAX. HOLE WIDTH WITH APPROVED PLANTING MIXTURE.

DEPTH OF APPROVED
ED BARK OR WOOD MULCH.

CUT AND REMOVE ROPE WIRE
FROM TOP 1/3 OF ROOT BALL.

'_ == PLANTING PIT TO BE 500mm MIN LARGER
. THAN ROOT BALL IN ALL DIRECTIONS. SCARIFY
PIT SIDES TO MIN DEPTH OF 150mm.

UNDISTURBED SUBGRADE. IF PIT IS DUG TOO
DEEP, COMPACT BACKFILL TO PREVENT SETTLING.
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1. ALL DIMENSIONS ARE IN MILLIMETERS.

VARIES

FOR CONTAINER GROWN ROOT BALL REMOVE CONTAINER; SCARIFY EDGES AND MAINTAIN SOIL BALL.

2.
3. SAUCER TO BE SOAKED WITH WATER AND
4.

MULCHED IMMEDIATELY FOLLOWING PLANTING.

ALL SHRUBS SHALL BE INSTALLED IN A CONTINUOUS PLANTING BED, UNLESS OTHERWISE SPECIFIED.

REMOVE PQT AND LIGHTLTY SCARIFY
SIDES OF ROOTBALL PRIOR TO
PLANTING

LANDSCAPE FABRIC

SAUCER, PONDING DEPTH 100

APPROVED PLANTING
MIXTURE TAMPED TO
PREVENT SETTLEMENT

100 MULCH, AS SPECIFIED
SOD/SEED

COMPACT SOIL TO PREVENT
SETTLEMENT OF ROOT BALL

SUBSOIL

MBE-0450-00006

SHRUB PLANTING /n  |*®
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MATERIALS: Bench frame is made from H.S. steel and flat bar. The back and seat is constructed using recycled

plastic slats - Cedar color.

FINISH: All steel components are protected with E-Coat rust proofing.
The Maglin Powdercoat System provides a durable finish on all metal

INSTALLATION:  The bench is delivered pre-assembled. Holes (0.5") are provided in each foot for securing to base.

TO SPECIFY: Select MBE-0450-00006
Choose:
- Powdercoat Color

surfaces.

HEIGHT: 36.13" (91.7cm) LENGTH: 72" (182.7cm) DEPTH: 25.5" (64.7cm)

WEIGHT: 156.66lbs (71.1 kg)

[1827mm ]

~ [647mm] T

18 1/4"
26 1/2
[673mm]

36 1/8
[917mm]

[
[
}' [464mm] 7]
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£ MAGLIN

e Site Furniture

T 800 716 5506

F 877 260 9393
www.maglin.com
sales@maglin.com

- All drawings, specifications, design and details on this page remain the property of Maglin Site Furniture Inc. and may not be used without Maglin authorization.

- Details and specifcations may vary due to continuing improvements of our prroducts.
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